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Occupational Safety and Health Admin., Labor § 1917.20 

under, over or through railcars, or be-
tween cars less than 10 feet (3 m) apart 
on the same track. 

(c) The employer shall direct that no 
employees remain in railcars after 
work is concluded. 

(d) Railcars shall be chocked or oth-
erwise prevented from moving: 

(1) While dockboards or carplates are 
in position; or 

(2) While employees are working 
within, on or under the railcars or near 
the tracks at the ends of the cars. 

(e) When employees are working in, 
on, or under a railcar, positive means 
shall be taken to protect them from ex-
posure to impact from moving railcars. 

(f) Before cars are moved, unsecured 
and overhanging stakes, wire straps, 
banding and similar objects shall be re-
moved or placed so as not to create 
hazards. 

(g) The employer shall institute all 
necessary controls during railcar 
movement to safeguard personnel. If 
winches or capstans are employed for 
movement, employees shall stand clear 
of the hauling rope and shall not stand 
between the rope and the cars. 

(h) Before being opened fully, doors 
shall be opened slightly to ensure that 
the load has not shifted during transit. 
Special precautions shall be taken if 
the doors being opened are visibly dam-
aged. 

(i) If powered industrial trucks are 
used to open railcar doors, the trucks 
or the railcar doors shall be equipped 
with door opening attachments. Em-
ployees shall stand clear of the railcar 
doors while they are being opened and 
closed. 

(j) Only railcar door openers or pow-
ered industrial trucks equipped with 
door opening attachments shall be used 
to open jammed doors. 

(k) Employees shall not remain in or 
on gondolas or flat cars when drafts 
that create overhead, caught-in, 
caught-between or struck-by hazards 
are being landed in or on the railcar; 
end gates, if raised, shall be secured. 

(l) Operators of railcar dumps shall 
have an unrestricted view of dumping 
operations and shall have emergency 
means of stopping movement. 

(m) Recessed railroad switches shall 
be enclosed to provide a level surface. 

(n) Warning signs shall be posted 
where doorways open onto tracks, at 
blind corners and at similar places 
where vision may be restricted. 

(o) Warning signs shall be posted if 
insufficient clearance for personnel ex-
ists between railcars and structures. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40197, July 25, 1997] 

§ 1917.18 Log handling. 

(a) The employer shall ensure that 
structures (bunks) used to contain logs 
have rounded corners and rounded 
structural parts to avoid sling damage. 

(b) Two or more binders or equiva-
lently safe means of containment shall 
remain on logging trucks and railcars 
to secure logs during movement of the 
truck or car within the terminal. Dur-
ing unloading, logs shall be prevented 
from moving while binders are being 
removed. 

(c) Logs shall be hoisted by two 
slings or by other gear designed for 
safe hoisting. 

(d) Logs placed adjacent to vehicle 
curbs on the dock shall not be over one 
tier high unless placed in bunks or so 
stacked as not to roll or otherwise cre-
ate a hazard to employees. 

(e) Before logs are slung up from the 
dock, they shall be stably supported to 
prevent spreading and to allow passage 
of slings beneath the load. When bunks 
or similar retaining devices are used, 
no log shall be higher than the stan-
chions or retaining members of the de-
vice. 

§ 1917.19 Movement of barges and rail-
cars. 

Barges and railcars shall not be 
moved by cargo runners (running rig-
ging) from vessel cargo booms, cranes 
or other equipment not suitable for the 
purpose. 

§ 1917.20 Interference with commu-
nications. 

Cargo handling operations shall not 
be carried on when noise-producing, 
maintenance, construction or repair 
work interferes with the communica-
tion of warnings or instructions. 

[62 FR 40197, July 25, 1997] 
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